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Ball protection grilles
Type BSDG(L), BSDGR and BSDGRA
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Application
The ball protection grilles are used as supply or extract air 
grilles in gymnastics, sports and multipurpose halls. They 
are protected against ball impacts, i.e. all models have been 
tested by the official Research and Material Testing Institute 
for Civil Engineering (Otto Graf-Institut) in Stuttgart, Germany. 
Tests passed for footballs, handballs and medicine balls.
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5 = caisson à glissière
6 = clapet à 
      mouvement 
      opposé

5 = Slide damper
6 = Opposed blade 
      damper

Realisation
Ball protection grilles type BSDG are diffusion grilles made of 
steel with a non-protruding ball-protection frame made of 
powder-coated aluminium according to RAL 9010.
For additional information, see the DG brochures.

Ball Protection Grilles type BSDGL are diffusion grilles made of 
aluminium with a non-protruding ball-protection frame made 
of colourless anodised aluminium.
For additional information, see DGL brochure L-02-2-01e.

Masonry frame MRDG STARK made of galvanised metal sheet.
For additional information, see MRDG brochure L-02-1-10e.

Safety instructions
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Realisation · Dimensions 
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5 = Slide damper
7 = air control flap

Dimensions type BSDGR(A)

H
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[mm]
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Realisation
Ball protection grilles type BSDGR(A) are diffusion grilles made 
of steel with a non-protruding ball-protection frame for duct 
installation and are made of grey steel, powder coated, gal-
vanised silver, 25% brilliance.

Continuous grilles are not available.

Note: Grille must be attached to the duct duct with screws.

For additional information, see DGR brochure L-02-1-09e.

Special version ball protection grille BSDG(L)

– With 4.2mm fixing holes (in 27mm edge)
– With fixed resistance (price on request)
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Order details

Order codes

Order example

10 off  BSDG1BL -0 / 600×150 / 44 / P1 / RAL9006, 60%glosslevel

Type
BSDG = Diffusion grille (steel) with ball protection  
  (alu)
BSDGR = Diffusion grille (steel) with ball protection  
  (steel, for duct installation)
BSDGRA = Diffusion grille (steel) with ball protection  
  (steel, for small-diameter duct installation)
BSDGL = Diffusion grille (aluminium) 
  with ball protection (aluminium)

1 = Supply air without damper
3 = Extract air without damper
5 = Supply air with slide damper
5P = Supply air with parallel slide damper
35 = Extract air with slide damper
35P = Extract air with parallel slide damper
6 = Supply air with opposed blade damper
8 = Extract air with opposed blade damper
17 = Supply air with air control flap
7 = Extract air with air control flap

0 = With fixing holes in inner frame (standard)
BL = With fixing holes in outer frame

0 = None (standard)
-ZK1 = Supply air box, bending to inside

B × H
Nominal width ×  
nominal height

0  = Standard BSDG:  
  powder-coated according to 
  RAL 9010, silky sheen,  
  60% brilliance
  Standard BSDGR(A): 
  powder coated, galvanised silver,  
  matt, 25% brilliance
  Standard BSDGL: 
  anodised according to E0-VSA200  
  (colourless)
P1 = Powder-coated according to   
  RAL... (additional RAL colours and  
  brilliance levels available on re - 
  quest)
S1 = Spray-painted according to RAL...  
  (additional RAL colours and brilli- 
  ance levels available on request)  
  (BSDGL only)
S2 = Anodised according to E0-... 
  (EURAS or VSA standard possible)  
  (BSDGL only)

RAL 9006 silky sheen,
60% brilliance 

No details for standard products

BSDG            1              BL           -ZK1          /           ... × ...      /         0          /         44          /         S1           /           RAL 9006

Options
– Other RAL colours

For additional information, see DG brochure.

0 = No divergence (standard) 
44 = 44° divergence
84 = 84° divergence
110 = 110° divergence
140 = 140° divergence
geg = Opposed

W
e 

re
se

rv
e 

th
e 

rig
ht

 t
o 

m
ak

e 
d

es
ig

n 
an

d
 s

ha
d

e 
of

 c
ol

ou
r 

ch
an

ge
s 

(0
5/

20
20

)


